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LSC
Adjustable
Stringer Connector
Ties stair stringer to the
carrying header or rim joist
Rim Joist: (8) 10dx1½" nails
Stringer: (9) 10dx1½" nails

DJT14
Deck Joist Tie
Ties 2x girder to post
(8) 16d common nails
or (2) 5∕8" machine bolts 

A35
Framing Angle
Ties rim joist to deck joist
(12) 8dx1½" nails

H1
Hurricane Tie
Ties joist to girder at mid-deck;
ties deck cover rafter to beam
Rafters/Truss: (6) 8dx1½" nails
Plates: (4) 8d common nails

LSU
Slopeable Hanger
Ties rafters to ledger 
Ledger: (6) 10dx1½" nails 
Rafter: (5) 10dx1½" nails

AC
Post Cap
Ties post to beam
Beam: (14) 16d common nails
Post: (14) 16d common nails

LUC
Joist Hanger
Ties deck joist to ledger
Ledger: (6) 10dx1½" nails
Joist: (4) 10dx1½" nails

Strong Drive® SDS Screws 
Ledger attachment design per code
Visit our website for spacing instructions

H2.5A
Hurricane Tie
Ties rafter to beam
Rafters/Truss: (5) 8d common nails
Plates: (5) 8d common nails

DTT2
Deck Tension Tie
Ties deck to house
Anchor Rod: ½"
Deck Joist: (8) ¼"x1½" Strong Drive
SDS screws 

DTT2
Deck Tension Tie
Ties guard rail post to deck joist
Anchor Bolt: ½"
Deck Joist: (8) ¼"x1½" Strong Drive SDS screws

CBSQ44HDG
Column Base
Ties 4x4 post to concrete
(14) 1∕4"x2" Strong Drive SDS screws
are provided

ABA44
Standoff
Post Base
Ties 4x4 post to
concrete
Anchor Bolt: 1∕2"
Post: (6) 10d

ABU44
Post Base
Ties 4x4 post to
concrete
Anchor Bolt: 5 ∕8"
Post: (12) 16d
common nails
or (2) ½" dia.
machine bolts

TA9ZKT/TA10ZKT
Staircase Angle
Ties stair tread to
stringer TA9ZKT/TA10ZKT
provided with Strong Drive SDS screws.
For stainless versions, purchase
¼"x1½" SDSSS screws separately.
Stringer: (3) ¼"x1½" Strong Drive SDS screws
Tread: (2) ¼"x1½" Strong Drive SDS screws (TA9Z)
(4) "x1½" Strong Drive SDS screws (TA10Z)

BCS2-2/4
Post Cap
Ties 4x post to double 2x beam (girder)
Beam: (8) 10d common nails
Post: (6) 10d common nails

See the Simpson Strong-Tie® 
Deck Framing  Connection Guide 
for specific recommendations. 

Strong-Drive® SD  
structural-connector 
screws are designed  
to replace nails in  
certain products. Visit  
www.strongtie.com/sd 
for complete information.
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NOTE: Illustration shows all available deck 
products. Actual products selected will 
depend upon application or construction 
method used for a particular deck. Check local 
building codes before you begin a project.

LOOK FOR THE "Z" AT THE END  
OF THE MODEL NUMBER
The minimum level or protection recommended for deck projects.  
A heavier zinc coating for exterior and preservative-treated-wood 
applications. Must use HDG nails or Strong-Drive SDS/SD 
structural-connector screws. 

LOOK FOR THE "SS" AT THE END  
OF THE MODEL NUMBER
Stainless-steel connectors for the most corrosive 
environments and applications. Must use type 316 
stainless-steel fasteners.

Choose the Right Level of Corrosion Protection
Visit www.strongtie.com/info for critical information.



H1
Hurricane Tie 
Ties joist to girder at
mid-deck; ties deck
cover rafter to beam.
Rafters/Truss: 
(6) 8dx1½" nails
Plates: (4) 8d 
common nails 

BC4
Post Cap
Ties 4x post to
4x beam (girder).
Beam: (6) 16d common nails
Post: (6) 16d common nails AC4

Post Cap
Ties 4x post to
4x beam (girder).
Beam: (12) 16d common 
nails (min) (14) 16d 
common nails (max)
Post: (8) 16d common 
nails (min) (14) 16d 
common nails (max)

CBSQ44HDG
Column Base
Ties 4x4 post
to concrete. 
(14) ¼" x 2" 
Strong Drive 
SDS screws 
HDG screws 
are provided.

LUS28
Light Double
Shear Joist Hanger 
Ties girder to girder.
Header: (6) 10d common nails
Joist: (4) 10d common nails

H2.5A
Hurricane Tie
Ties joist to girder at
mid-deck; ties deck
cover rafter to beam.
Rafters/Truss: 
(5) 8d common nails
Plates: (5) 8d common nails 
    

ABU44
Post Base 
Ties 4x4 post to concrete.
Anchor Bolt: 5∕8" 
Post: (12) 16d common nails
or (2) ½" dia. machine bolts 
    
 

PBS44AHDG
Post Base 
Ties 4x4 post
to concrete.
(14) 16d common nails
or (2) ½" dia. machine bolts

HS24
Hurricane Tie 
Ties the bottom 
chord of a truss or rafter 
to double 2x4 top plates.
Rafters/Truss: (8) 8dx1½" nails
and (2) 8d common nails (slant)
Plates: (8) 8d common nails 
    

PATIO COVER SYSTEM
FOR EASIER, STRONGER, SAFER CONSTRUCTION

A Complete Connector System for Patio Cover Construction
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See the Simpson Strong-Tie® 
Deck Framing  Connection Guide 
for specific recommendations. 

Strong-Drive® SD  
structural-connector 
screws are designed  
to replace nails in  
certain products. Visit  
www.strongtie.com/sd 
for complete information.
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NOTE: Illustration shows all available patio-
cover products. Actual products selected will 
depend upon application or construction 
method used for a particular patio cover. Check 
local building codes before you begin a project.

LOOK FOR THE "Z" AT THE END  
OF THE MODEL NUMBER
The minimum level or protection recommended for deck projects.  
A heavier zinc coating for exterior and preservative-treated-wood 
applications. Must use HDG nails or Strong-Drive SDS/SD 
structural-connector screws. 

LOOK FOR THE "SS" AT THE END  
OF THE MODEL NUMBER
Stainless-steel connectors for the most corrosive 
environments and applications. Must use type 316 
stainless-steel fasteners.

Choose the Right Level of Corrosion Protection
Visit www.strongtie.com/info for critical information.


